
160 E

15,8 m*

250 kg

1400x700x1100 
mm

7,5 m*

13,8 m

2.450 kg

SPECIFICATION 

® CTE S.p.A.
Headquarter 7 Via Caproni - Rovereto (TN) IT, 38068
Ph. +39 0464 48.50.50 - Fax +39 0464 48.50.99
info@ctelift.com - www.ctelift.com

Factory 5 Loc. Terramatta - Rivoli Veronese (VR) IT, 37010

CTE UK Ltd Enderby Leicestershire - UK

TECHNICAL DATA

• Boom with two articulated elements 

 + telescopic boom + jib

• Pantograph movement with connecting rods

• Turret rotation of ± 220 °

• Simultaneous proportional electrohydraulic controls

 with acceleration and deceleration ramps 

 for smoother maneuvering control

• Radio control 2.4 GHz frequency, graphic display

 with Home functions,

• Stabilization and starting / stopping the motor 

 from the basket

• Aluminum basket (1400x700x1100mm) 

 with quick release system

• Basket rotation 90 ° right + 90 ° left

• Basket leveling with master / slave system

• and electronic regulation from the radio control

• CAN BUS electronic management system

• 12V electrical system

• Load cell for basket load control

• N ° 4 electro-hydraulic positioning stabilizers 

 with ground contact sensors

• Expandable wagon

• Double travel speed

• Hour counter

• 230V AC CE electric socket in the basket

• Battery pack 210 Ah

• 3 KW three-phase VAC electric pump

• “Rise and drive” jib function

• Automatic stabilization

* outreach and height max values and repeatability can change

within ± 3% due to manufacturing variation and working condition.

100% ELECTRIC UNRESTRICTED

WORKING AREA

COMPACT
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WORKING ENVELOPE

DIMENSIONS

OUTRIGGER  FOOTPRINT
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EXTENDED TRACK


